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Impact Socket

Impact Socket

For use with impact drivers.

Manufactured from
Chrome Molybdenum
material for increased
strength and greater
impact resistance.

Black finishing treatment for 
better corrosion protection.

Eye protection must always be 
worn when using impact tool.

12 Pc. 1/2" Drive 6 Point SAE Impact 
Socket Set

Cat. No. G.W.
09008 0 12 26.8 kg

12 Pc. 1/2" Drive 6 Point Metric Impact 
Socket Set

Cat. No. G.W.
09009 0 8 17.8 kg

1/4" Drive Impact Drive Adapter

 For use with impact drivers
 Manufactured from Chrome Molybdenum material for increased strength and greater 
impact resistance

 Black finishing treatment for better corrosion protection

 For use with impact drivers
 Manufactured from Chrome Molybdenum material for increased strength and greater 
impact resistance

 Black finishing treatment for better corrosion protection

ANSI B107.2
DIN 3129

Cat. No.

Female 
Drive 
Size

Male 
Drive 
Size

Overall 
Length G.W.

34714 1/4" 3/8" 26.5 mm 20 300 5.2 kg

3/8" Drive 6 Point Metric Impact Sockets

ANSI B107.2
DIN 3129

Cat. No.
Fastener 

Size

Dim. C: 
Overall 
Length G.W.

34201 6 mm 62 mm 6 84 3.9 kg
34202 7 mm 28 mm 6 84 3.9 kg
34203 8 mm 28 mm 6 84 3.9 kg
34204 9 mm 28 mm 6 84 3.9 kg
34205 10 mm 28 mm 6 84 3.9 kg
34206 11 mm 28 mm 6 84 3.9 kg
34207 12 mm 28 mm 6 84 3.9 kg
34208 13 mm 30 mm 6 84 4 kg
34209 14 mm 30 mm 6 84 4.7 kg
34210 15 mm 30 mm 6 72 5.1 kg
34211 16 mm 30 mm 6 72 6 kg
34212 17 mm 30 mm 6 72 6.5 kg
34213 18 mm 30 mm 6 60 6 kg
34214 19 mm 30 mm 6 60 6.3 kg

CONTENTS:
10 - 6pt. S.A.E. Sockets
       7/16, 1/2, 9/16, 5/8, 11/16, 3/4, 13/16, 7/8, 15/16, 1"
  1 - Impact Universal Joint
  1 - Impact Extension Bar 5"

CONTENTS:
10 - 6pt. Metric Sockets
       10, 11, 13, 14, 17, 19, 21, 22, 23, 24mm
  1 - Impact Universal Joint
  1 - Impact Extension Bar 5"

Impact Socket
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3/8" Drive Impact Extensions

 For use with impact drivers
 Manufactured from Chrome Molybdenum material for increased strength and greater 
impact resistance

 Black finishing treatment for better corrosion protection

ANSI B107.2

3/8" Drive Impact Universal Joint

 For use with impact drivers
 Manufactured from Chrome Molybdenum material for increased strength and greater 
impact resistance

 Black finishing treatment for better corrosion protection

ANSI B107.2

Cat. No.

Female 
Drive 
Size

Male 
Drive 
Size

Overall 
Length G.W.

32902 3/8" 3/8" 53 mm 6 72 6.4 kg

3/8" Drive Impact Drive Adapter

 For use with impact drivers
 Manufactured from Chrome Molybdenum material for increased strength and greater 
impact resistance

 Black finishing treatment for better corrosion protection

ANSI B107.2
DIN 3129

Cat. No.

Female 
Drive 
Size

Male 
Drive 
Size

Overall 
Length G.W.

34715 3/8" 1/2" 36 mm 20 200 12.3 kg

1/2" Drive 6 Point SAE Impact Sockets

 For use with impact drivers
 Manufactured from Chrome Molybdenum material for increased strength and 
greater impact resistance

 Black finishing treatment for better corrosion protection

ANSI B107.2

Cat. No.
Fastener 

Size

Dim. C: 
Overall 
Length G.W.

33101 7/16 in 38 mm 6 72 7 kg
33102 1/2 in 38 mm 6 72 7.8 kg
33103 9/16 in 38 mm 6 72 7.9 kg
33104 5/8 in 38 mm 6 72 7.9 kg
33105 11/16 in 38 mm 6 72 9.8 kg
33106 3/4 in 41 mm 4 48 8.4 kg
33107 13/16 in 41 mm 4 48 9.6 kg
33108 7/8 in 41 mm 4 48 10.4 kg
33109 15/16 in 41 mm 4 48 11.7 kg
33110 1 in 41 mm 4 48 12.8 kg

Cat. No. Size
Overall 
Length G.W.

34701 3 in 75 mm 12 180 15 kg
34702 6 in 150 mm 6 60 9.7 kg

Impact Socket

1/2" Drive 6 Point Metric Impact Sockets

Cat. No. Fastener Size
Dim. C: Overall 

Length G.W.
34303 10 mm 38 mm 6 72 7.7 kg
34304 11 mm 38 mm 6 72 7.8 kg
34305 12 mm 38 mm 6 72 7.8 kg
34306 13 mm 38 mm 6 72 7.9 kg
34307 14 mm 38 mm 6 72 7.9 kg
34308 15 mm 38 mm 6 72 7.9 kg
34309 16 mm 38 mm 6 72 7.9 kg
34310 17 mm 38 mm 6 72 8.2 kg
34311 18 mm 38 mm 4 48 8.5 kg
34312 19 mm 41 mm 4 48 8.7 kg
34314 21 mm 41 mm 4 48 9.2 kg
34315 22 mm 41 mm 4 48 10 kg
34316 23 mm 41 mm 4 48 10 kg
34317 24 mm 41 mm 4 48 10.2 kg
34320 27 mm 41 mm 4 48 10.2 kg
34322 29 mm 41 mm 2 24 5.5 kg
34323 30 mm 41 mm 2 24 5.7 kg
34325 32 mm 41 mm 2 24 6.1 kg

ANSI B107.2
DIN 3129

 For use with impact drivers
 Manufactured from Chrome Molybdenum material for increased strength and greater impact resistance
 Black finishing treatment for better corrosion protection

1/2" Drive 6 Point Metric Deep Impact Sockets

Cat. No. Fastener Size
Dim. C: Overall 

Length G.W.
34403 10 mm 82 mm 6 72 13.7 kg
34404 11 mm 82 mm 6 72 13.8 kg
34405 12 mm 82 mm 6 72 13.8 kg
34406 13 mm 82 mm 6 72 14.1 kg
34407 14 mm 82 mm 6 72 14.1 kg
34408 15 mm 82 mm 6 72 14.2 kg
34409 16 mm 82 mm 6 72 14.2 kg
34410 17 mm 82 mm 6 72 14.8 kg
34411 18 mm 82 mm 6 48 11.9 kg
34412 19 mm 82 mm 4 48 12.4 kg
34414 21 mm 82 mm 4 48 13 kg
34415 22 mm 82 mm 4 48 14.8 kg
34417 24 mm 82 mm 4 48 16.7 kg
34419 26 mm 82 mm 4 48 17.2 kg
34420 27 mm 82 mm 4 48 18.2 kg
34422 29 mm 82 mm 2 24 10.3 kg
34423 30 mm 82 mm 2 24 11.2 kg
34425 32 mm 82 mm 2 24 11.5 kg

ANSI B107.2
DIN 3129

 For use with impact drivers
 Manufactured from Chrome Molybdenum material for increased strength and greater impact resistance
 Black finishing treatment for better corrosion protection

Impact Socket
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Cat. No. Fastener Size
Dim. C: Overall 

Length G.W.
34303T 10 mm 38 mm 6 72 4.3 kg
34304T 11 mm 38 mm 6 72 4.2 kg
34305T 12 mm 38 mm 6 72 4.4 kg
34306T 13 mm 38 mm 6 72 5.4 kg
34307T 14 mm 38 mm 6 72 5.3 kg
34308T 15 mm 38 mm 6 72 5.4 kg
34309T 16 mm 38 mm 6 72 5.6 kg
34310T 17 mm 38 mm 6 72 5.6 kg
34311T 18 mm 38 mm 6 48 4.2 kg
34312T 19 mm 41 mm 4 48 5.0 mm
34314T 21 mm 41 mm 4 48 5.8 kg
34315T 22 mm 41 mm 4 48 6.6 kg
34316T 23 mm 41 mm 4 48 7.2 kg
34317T 24 mm 41 mm 4 48 7.8 kg
34320T 27 mm 41 mm 4 48 8.9 kg

Cat. No. Fastener Size
Dim. C: Overall 

Length G.W.
34403T 10 mm 82 mm 6 72 7.2 kg
34404T 11 mm 82 mm 6 72 7.3 kg
34405T 12 mm 82 mm 6 72 8.0 kg
34406T 13 mm 82 mm 6 72 9.5 kg
34407T 14 mm 82 mm 6 72 10.0 kg
34408T 15 mm 82 mm 6 72 10.9 kg
34409T 16 mm 82 mm 6 72 12.1 kg
34410T 17 mm 82 mm 6 72 12.9 kg
34411T 18 mm 82 mm 6 48 14.4 kg
34412T 19 mm 82 mm 4 48 10.5 kg
34414T 21 mm 82 mm 4 48 11.6 kg
34415T 22 mm 82 mm 4 48 13.6 kg
34417T 24 mm 82 mm 4 48 15.6 kg
34419T 26 mm 82 mm 4 48 19.3 kg
34420T 27 mm 82 mm 4 48 20.5 kg

Impact Socket

1/2" Drive 6 Point Metric Thin Wall Impact Sockets

 For use with impact drivers
 Manufactured from Chrome Molybdenum material for increased strength and greater impact resistance
 Manganese phosphate treatment for better corrosion protection
 Specifically designed for light clearance applications
 Thin wall sockets are lightweight
 Thinner walls help improve productivity by making it easier to gain access to fasteners in confined spaces
 Often used in application where fasteners are close together, such as tire service

Eye protection must always be worn when using impact tool

Eye protection must always be worn when using impact tool

ANSI B107.2
DIN 3129

1/2" Drive 6 Point Metric Thin Wall Deep Impact Sockets

 For use with impact drivers
 Manufactured from Chrome Molybdenum material for increased strength and greater 
impact resistance

 Manganese phosphate treatment for better corrosion protection
 Specifically designed for light clearance applications
 Thin wall sockets are lightweight
 Thinner walls help improve productivity by making it easier to gain access to fasteners 
in confined spaces

 Often used in application where fasteners are close together, such as tire service

Impact Socket

1/2" Drive Impact Extensions

 For use with impact drivers
 Manufactured from Chrome Molybdenum material for increased strength and greater 
impact resistance

 Black finishing treatment for better corrosion protection

ANSI B107.2

Cat. No. Size
Overall 
Length G.W.

33911 3 in 75 mm 4 48 13.2 kg
34703 5 in 125 mm 6 72 16.9 kg
34704 6 in 150 mm 6 72 19.9 kg
34705 10 in 250 mm 6 36 16.9 kg
34706 12 in 300 mm 6 30 16.4 kg

1/2" Drive Impact Universal Joint

 For use with impact drivers
 Manufactured from Chrome Molybdenum material for increased strength and greater 
impact resistance

 Black finishing treatment for better corrosion protection

ANSI B107.2

Cat. No.

Female 
Drive 
Size

Male 
Drive 
Size

Overall 
Length G.W.

34719 1/2" 1/2" 64.5 mm 6 90 14 kg

1/2" Drive Impact Drive Adapters

 For use with impact drivers
 Manufactured from Chrome Molybdenum material for increased strength and greater 
impact resistance

 Black finishing treatment for better corrosion protection

ANSI B107.2
DIN 3129

Cat. No.

Female 
Drive 
Size

Male 
Drive 
Size

Overall 
Length G.W.

34716 1/2" 3/8" 38 mm 20 200 12.3 kg
34717 1/2" 3/4" 45 mm 6 60 16 kg
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3/4" Drive 6 Point Metric Impact Sockets

Cat. No. Fastener Size

Dim. C: 
Overall 
Length G.W.

34505 17 mm 50 mm 6 72 15 kg
34506 18 mm 50 mm 6 72 16.5 kg
34507 19 mm 50 mm 6 72 17.5 kg
34508 20 mm 50 mm 6 72 18 kg
34509 21 mm 50 mm 6 72 18.2 kg
34510 22 mm 50 mm 6 72 19 kg
34511 23 mm 50 mm 6 54 18.5 kg
34512 24 mm 50 mm 6 54 19 kg
34513 25 mm 50 mm 6 54 17.5 kg
34514 26 mm 50 mm 6 54 18.6 kg
34515 27 mm 53 mm 6 36 11 kg
34516 28 mm 53 mm 6 36 12 kg
34517 29 mm 53 mm 6 36 15.7 kg
34518 30 mm 53 mm 6 36 16 kg
34519 31 mm 53 mm 6 36 16 kg
34520 32 mm 56 mm 6 36 16 kg
34521 33 mm 56 mm 6 36 17 kg
34522 34 mm 56 mm 6 36 17 kg
34523 35 mm 56 mm 6 36 17.5 kg
34524 36 mm 56 mm 6 36 19 kg
34525 37 mm 57 mm 6 36 20 kg
34526 38 mm 57 mm 6 36 20 kg
34527 39 mm 57 mm 6 36 22 kg
34528 40 mm 57 mm 6 36 18.1 kg
34529 41 mm 57 mm 6 36 19 kg

ANSI B107.2
DIN 3129

 For use with impact drivers
 Manufactured from Chrome Molybdenum material for increased strength and greater impact 
resistance

 Black finishing treatment for better corrosion protection

Impact Socket Impact Socket

3/4" Drive 6 Point Metric Deep Impact Sockets

Cat. No. Fastener Size

Dim. C: 
Overall 
Length G.W.

34605 17 mm 90 mm 1 32 19.5 kg
34606 18 mm 90 mm 1 32 20 kg
34607 19 mm 90 mm 1 32 20 kg
34608 20 mm 90 mm 1 20 12 kg
34609 21 mm 90 mm 1 20 12.9 kg
34610 22 mm 90 mm 1 20 13.2 kg
34611 23 mm 90 mm 1 20 13.4 kg
34612 24 mm 90 mm 1 20 13.6 kg
34613 25 mm 90 mm 1 20 13.6 kg
34614 26 mm 90 mm 1 20 13.8 kg
34615 27 mm 90 mm 1 20 14 kg
34616 28 mm 90 mm 1 20 14 kg
34617 29 mm 90 mm 1 20 14.4 kg
34618 30 mm 90 mm 1 20 14.7 kg
34619 31 mm 90 mm 1 20 16 kg
34620 32 mm 90 mm 1 20 17 kg
34621 33 mm 90 mm 1 20 17.3 kg
34622 34 mm 90 mm 1 20 17.6 kg
34623 35 mm 90 mm 1 20 18 kg
34624 36 mm 90 mm 1 20 18.8 kg
34625 37 mm 90 mm 1 20 19 kg
34626 38 mm 90 mm 1 20 19.3 kg
34628 40 mm 90 mm 1 18 18 kg
34629 41 mm 90 mm 1 18 18.6 kg

ANSI B107.2
DIN 3129

 For use with impact drivers
 Manufactured from Chrome Molybdenum material for increased strength and greater impact 
resistance

 Black finishing treatment for better corrosion protection
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3/4" Drive Impact Extensions

 For use with impact drivers
 Manufactured from Chrome Molybdenum material for increased strength and greater 
impact resistance

 Black finishing treatment for better corrosion protection

ANSI B107.2

Cat. No. Size
Overall 
Length G.W.

34708 4 in 100 mm 3 18 9 kg
34712 10 in 250 mm 1 10 14 kg

3/4" Drive Impact Universal Joint

 For use with impact drivers
 Manufactured from Chrome Molybdenum material for increased strength and 
greater impact resistance

 Black finishing treatment for better corrosion protection

ANSI B107.2

Cat. No.

Female 
Drive 
Size

Male 
Drive 
Size

Overall 
Length G.W.

34720 3/4" 3/4" 88.5 mm 6 24 17.3 kg

3/4" Drive Impact Drive Adapters

 For use with impact drivers
 Manufactured from Chrome Molybdenum material for increased strength and greater 
impact resistance

 Black finishing treatment for better corrosion protection

ANSI B107.2
DIN 3129

Cat. No.

Female 
Drive 
Size

Male 
Drive 
Size

Overall 
Length G.W.

34718 3/4" 1/2" 56 mm 12 72 19 kg
34721 3/4" 1" 64 mm 4 24 12 kg

Impact SocketImpact Socket Impact SocketImpact Socket

1" Drive 6 Point Metric Impact Sockets

Cat. No. Fastener Size

Dim. C: 
Overall 
Length G.W.

34824 36 mm 66 mm 4 24 19 kg
34825 37 mm 66 mm 4 24 19.1 kg
34826 38 mm 66 mm 4 24 19.7 kg
34827 39 mm 66 mm 4 24 19.8 kg
34828 40 mm 66 mm 4 24 20.2 kg
34829 41 mm 68 mm 4 16 14.4 kg
34830 42 mm 68 mm 4 16 14.6 kg
34831 43 mm 70 mm 4 16 15.1 kg
34832 44 mm 70 mm 4 16 15.5 kg
34833 45 mm 72 mm 4 16 16.8 kg
34834 46 mm 72 mm 4 16 18.3 kg
34835 47 mm 76 mm 4 16 18.6 kg
34836 48 mm 76 mm 4 16 20 kg
34837 49 mm 76 mm 4 16 20.8 kg
34838 50 mm 76 mm 4 16 20.8 kg
34839 51 mm 80 mm 2 12 16.4 kg
34840 52 mm 80 mm 2 12 17 kg
34841 53 mm 80 mm 2 12 17.3 kg
34842 54 mm 80 mm 2 12 17.7 kg
34843 55 mm 84 mm 2 12 18.8 kg
34844 56 mm 84 mm 2 12 19.1 kg
34845 57 mm 84 mm 2 12 19.5 kg
34846 58 mm 84 mm 1 8 13.8 kg
34847 59 mm 88 mm 1 8 14.4 kg
34848 60 mm 88 mm 1 8 15 kg
34849 63 mm 88 mm 1 8 16.4 kg
34850 65 mm 92 mm 1 8 16.6 kg
34851 67 mm 92 mm 1 8 18.3 kg
34852 68 mm 92 mm 1 8 19 kg
34853 69 mm 92 mm 1 8 19.4 kg

ANSI B107.2
DIN 3129

1" Drive 6 Point Metric Deep Impact Sockets

Cat. No. Fastener Size
Dim. C: Overall 

Length G.W.
34924 36 mm 90 mm 1 12 13.2 kg
34925 37 mm 90 mm 1 12 13.5 kg
34926 38 mm 90 mm 1 12 14 kg
34928 40 mm 90 mm 1 12 14.2 kg
34929 41 mm 90 mm 1 12 14.3 kg
34930 42 mm 90 mm 1 12 15.5 kg
34931 43 mm 90 mm 1 12 15.5 kg
34934 46 mm 100 mm 1 6 10 kg
34937 49 mm 100 mm 1 6 10.4 kg
34938 50 mm 100 mm 1 6 10.5 kg
34940 55 mm 100 mm 1 6 11.8 kg

ANSI B107.2
DIN 3129 For use with impact drivers

 Manufactured from Chrome Molybdenum material for increased strength and greater 
impact resistance

 Black finishing treatment for better corrosion protection

 For use with impact drivers
 Manufactured from Chrome Molybdenum material for increased strength and greater 
impact resistance

 Black finishing treatment for better corrosion protection


