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Screwdriver & Nut Driver

Acetate Screwdriver

Cushion Grip Screwdriver

 Acetate handle for greater strength,
   durability and impact resistant

Blade is made of chrome vanadium alloy steel, 
   fully harden and tempered to provide maximum 
   strength and durability

Precision finished tip

Unique texture design 
   provides non slip grip

 Blade is made of S2 steel, fully harden and
   tempered to provide maximum strength and 
   durability

 Magnetic tip for greater fastener
   control. Precision finished tip

 Ergonomic dual material (PP+TPR)
   handle for comfort and strength.  
   Oil and solvent resistant

 Go-through design for
  “tapping” the head of 
   the screw

Screwdriver & Nut Driver

P-Series Screwdriver

Ratcheting Screwdriver
Precision finished tip

 High torque ratcheting design



130 131

7 Pc. G-series VDE Insulated Screwdriver 
Set

Cat. No. G.W.
09301A 0 4 2.4 kg

CONTENTS:
PHILLIPS - #0x60 mm, #1x80 mm, #2x100 mm
SLOTTED - 2.5x75 mm, 4x100 mm, 5.5x125 mm, 6.5x150 mm

6 Pc. Acetate Combination Screwdriver Set

Cat. No. G.W.
09303E 0 5 7.6 kg

CONTENTS:
PHILLIPS - #0x75mm , #1x100mm, #2x100mm
SLOTTED - 3.2x75mm, 5x75mm, 6x100mm

10 Pc. Acetate Combination Screwdriver 
Set

Cat. No. G.W.
09304E 0 4 9 kg

CONTENTS:
PHILLIPS - #1x100 mm, #2x38 mm, #2x100 mm
                   #2x150mm, #3x150 mm
SLOTTED - 5x75 mm,  6x38 mm, 6x100 mm
                    6x150 mm, 8x150 mm

7 Pc. T-series VDE Insulated Screwdriver 
Set

Cat. No. G.W.
09303 0 10 7.9 kg

CONTENTS: 
PHILLIPS - #0x60mm, #1x80mm, #2x100mm
SLOTTED - 2.5x75mm, 4.0x100mm, 5.5x125mm, 6.5x150mm

 Imported bicolor material Patented triangular handle has greater torque output, more 
comforable touch, and better oil resistance and wear resistance

 Imported alloy steel shank with overall heat treatment and tips with phosphate 
processing to ensure the function end size more accurate

 Individually tested to 10,000 volts and rated up to 1000 volts for safety

 Imported bicolor material Patented triangular handle has greater torque output, more 
comforable touch, and better oil resistance and wear resistance

 Imported alloy steel shank with overall heat treatment and tips with phosphate 
processing to ensure the function end size more accurate

 Individually tested to 10,000 volts and rated up to 1000 volts for safety

Made in
Germany

Screwdriver & Nut Driver - set Screwdriver & Nut Driver - set

8 Pc. Acetate Combination Screwdriver Set

Cat. No. G.W.
09306 0 5 6.1 kg

CONTENTS:
PHILLIPS - #1x75mm, #2x38mm, #2x100mm, #2x150mm
SLOTTED - 5x75mm, 6x38mm, 6x100mm, 6x150mm

6 Pc. Cushion Grip Combination 
Screwdriver Set

Cat. No. G.W.
09309 0 6 7.6 kg

CONTENTS:
PHILLIPS - #1x75mm, #2x100mm, #2x150mm
SLOTTED - 5x75mm, 5x100mm, 6x150mm

8 Pc. P-series Torx® Screwdriver Set

Cat. No. G.W.
09307 0 5 5.7 kg

CONTENTS:
TORX® - T8x75 mm, T10x100 mm, T15x100 mm, T20x100 mm, T25x100 mm, T27x100 mm,
               T30x100 mm, T40x100 mm

8 Pc. Acetate Torx® Screwdriver Set

Cat. No. G.W.
09305 0 5 6.2 kg

CONTENTS:
TORX® - T8x75 mm, T10x100 mm, T15x100 mm, T20x100 mm, T25x100 mm, T27x100 mm
              T30x100 mm, T40x100 mm
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8 Pc. P-series Combination Screwdriver Set

Cat. No. G.W.
09308 0 5 5.7 kg

Cat. No. G.W.
09304ME 5 30 15 kg

CONTENTS:
PHILLIPS - #2x38 mm, #1x75 mm, #2x100 mm, #2x150 mm
SLOTTED - 6x38 mm, 5x75 mm, 6x100 mm, 6x150 mm

6 Pc. Precision Slotted Screwdriver Set

Cat. No. G.W.
09311 6 24 10.1 kg

Cat. No. G.W.
09305ME 5 30 20 kg

CONTENTS:
SLOTTED - 1.0x40 mm, 1.4x50 mm, 2.0x50 mm, 2.4x50 mm, 3.0x50 mm, 3.5x50 mm

6 Pc. Precision Combination Screwdriver 
Set

Cat. No. G.W.
09312 6 24 10.4 kg

CONTENTS:
PHILLIPS - #0x50 mm, #00x50 mm
SLOTTED - 1.4x50 mm, 2.0x50 mm, 2.4x50 mm, 3.0x50 mm

6 Pc. Precision Torx® Screwdriver Set

Cat. No. G.W.
09313 6 24 10.3 kg

CONTENTS:
TORX® - T6x 50 mm, T7x50 mm, T8x50 mm, T9x50 mm, T10x50 mm, T15x50 mm

Screwdriver & Nut Driver - set Screwdriver & Nut Driver - set

7 Pc. Precision Torx® Screwdriver Set

Cat. No. G.W.
09315 6 24 10.8 kg

CONTENTS:
TORX® - T5x50 mm, T6x50 mm, T7x50 mm, T8x50 mm, T9x50 mm, T10x50 mm, T15x50 mm

7 Pc. Precision Combination Screwdriver 
Set

Cat. No. G.W.
09314 6 24 10.7 kg

CONTENTS:
PHILLIPS - #000x40 mm, #00x50 mm, #0x50 mm
SLOTTED - 1.4x50 mm, 2.0x50 mm, 2.4x50 mm, 3.0x50 mm

6 Pc. Combination Screwdriver Set

CONTENTS:
Slotted - 5x75mm, 5x150mm, 6x100mm, 6x150mm
Phillips - #1x100mm, #2x100mm

Nature of this product is subject to wear and tear upon usage.
Not covered under Lifetime Warranty.

Nature of this product is subject to wear and tear upon usage.
Not covered under Lifetime Warranty.

8 Pc. Combination Screwdriver Set

CONTENTS:
Slotted - 3x75mm, 5x100mm, 6x38mm, 6x150mm
Phillips - #0x75mm, #1x75mm, #2x38mm, #2x150mm

eN www

eN www
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9 Pc. Precision Combination Screwdriver Set

Cat. No. G.W.
09316 6 12 6.2 kg

CONTENTS:
PHILLIPS - #000x40 mm, #00x75 mm,#0x75 mm, #1x100 mm
SLOTTED - 1.0x40 mm, 2.0x50 mm, 2.4x75 mm, 3.0x75 mm, 4.0x100 mm

15 Pc. Precision Combination Screwdriver 
Set

Cat. No. G.W.
09317 6 12 7.1 kg

CONTENTS:
PHILLIPS - #000x40mm, #0x50mm, #00x50mm
SLOTTED - 1.0x40mm, 2.0x50mm, 3.0x50mm, 3.5x50mm
TORX® - T6x50mm, T8x50mm, T10x50mm, T15x50mm
H E X  - 1.5x50mm, 2.0x50mm, 2.5x50mm, 3.0x50mm

24 Pc. Ratcheting T-handle Screwdriver 
Set

Cat. No. G.W.
09341 0 8 5 kg

Cat. No. G.W.
09307ME 10 40 11 kg

CONTENTS:
1 - T-Handle Ratcheting Screwdriver
1 - 1/4" x 1/4"Dr. Extension 6"
1 - 1/4" x 1/4"Dr. Flex Extension 6"
1 - 1/4"Dr. Bit Adapter
20 - Bits

Zip bag and screwdriver bits are not covered under Lifetime Warranty.

25 Pc. Ratcheting Stubby Screwdriver Set

Cat. No. G.W.
09342 0 8 4.9 kg

CONTENTS:
1 - Stubby Ratcheting Screwdriver
1 - Magnetic Bit Holder 3-1/2"
1 - 1/4" x 1/4"Dr. Extension 3-1/2"
1 - 1/4" x 1/4"Dr. Flex Extension 6"
1 - 1/4"Dr. Bit Adapter
20 - Bits

Zip bag and screwdriver bits are not covered under Lifetime Warranty.

26 Pc. Ratcheting Screwdriver Set

Cat. No. G.W.
09343 0 6 5.6 kg

CONTENTS:
1 - Standard Ratcheting Screwdriver
1 - 1/4" x 1/4"Dr. Extension 3-1/2"
1 - 1/4" x 1/4"Dr. Extension 6"
1 - 1/4" x 1/4"Dr. Extension 10"
1 - 1/4" x 1/4"Dr. Flex Extension 6"
1 - 1/4"Dr. Bit Adapter
20 - Bits

Zip bag and screwdriver bits are not covered under Lifetime Warranty.

Cat. No. G.W.
09324 0 6 10 kg

60 Pc. 1/4" Drive 6 Point Socket and Ratcheting Bit Driver Set

CONTENTS:
14 - 6pt. Metric Sockets
3.5, 4, 4.5, 5, 5.5, 6, 7, 8, 9, 10, 11, 12, 13, 14mm
28 - 25L Bits
Phillips #0, #1, #2, #3
Slotted 3, 4, 5.5, 6.5mm
Hex 2, 2.5, 3, 4, 5, 6mm
Torx® T10, T15, T20, T25, T27, T30, T40
Tamper Torx® T10, T15, T20, T25, T27, T30, T40
12 - 50L Bits
Phillips #1, #2, #3
Slotted 4, 5.5, 6.5mm
Hex 4, 5, 6mm
Torx® T15, T20, T25
6 - Accessories
25L Adapter Bit for Socket
50L Adapter Bit for Socket
50L Magnetic Bit Holder 60mm
Ratcheting Bit Driver
Flex Extension
Bit Adapter

Ratcheting Bit Driver and Bits are not covered under Lifetime Warranty.

Screwdriver & Nut Driver - set Screwdriver & Nut Driver - set

6 Pc. Precision Combination Screwdriver 
Set

CONTENTS:
Slotted - 1.4x50mm, 2.0x50mm, 3.0x50mm
Phillips - #00x50mm, #0x50mm, #1x50mm

Nature of this product is subject to wear and tear upon usage.
Not covered under Lifetime Warranty.
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Cat. No. G.W.
09326 0 6 9 kg

80 Pc. Ratcheting Bit Driver Set

CONTENTS:
33 - 25L Bits
Phillips #0, #1, #2(2pc), #3
Slotted 3, 4, 5, 5.5, 6, 6.5mm
Hex 2, 2.5, 3, 4, 5, 6mm
Torx® T8, T10, T15, T20, T25, T27, T30, T40
Tamper Torx® T8, T10, T15, T20, T25, T27, T30, T40
32 - 50L Bits
Phillips #0, #1, #2, #3
Slotted 3, 4, 5, 5.5, 6, 6.5mm
Hex 2, 2.5, 3, 4, 5, 6mm
Torx® T8, T10, T15, T20, T25, T27, T30, T40
Tamper Torx® T8, T10, T15, T20, T25, T27, T30, T40
8 - 65L Double End Bits
PH1-PH1, PH2-PH2, PH3-PH3,
4.5mm-PH1, 5.5mm-PH2, 6.5mm-PH3,
PH1-PH2, PH2-PH3
3 - 110L Double End Bits
PH1-PH1, PH2-PH2, PH3-PH3
4 - Accessories
25L Adapter Bit for Socket
50L Adapter Bit for Socket
50L Magnetic Bit Holder 60mm
Ratcheting Bit Driver

Ratcheting Bit Driver and Bits are not covered under Lifetime Warranty.

Acetate Screwdrivers - Slotted 

ANSI B107.15
DIN 5265

Cat. No. Size Shank Length Overall Length
Maxi Handle 

Diameter G.W.
62202 3.2 mm 75.0 mm 146 mm 23.0 mm 12 144 4.8 kg
62203 3.2 mm 100.0 mm 172 mm 23.0 mm 12 600 19.3 kg
62204 3.2 mm 150.0 mm 221 mm 23.0 mm 12 576 23.3 kg
62205 3.2 mm 200.0 mm 271 mm 23.0 mm 12 480 20.1 kg
62207 5.0 mm 75.0 mm 165 mm 28.0 mm 12 300 19 kg
62208 5.0 mm 100.0 mm 190 mm 28.0 mm 12 300 20.4 kg
62209 5.0 mm 150.0 mm 240 mm 28.0 mm 12 240 17.8 kg
62210 5.0 mm 200.0 mm 290 mm 28.0 mm 12 240 20.7 kg
62211 6.0 mm 38.0 mm 99 mm 35.0 mm 12 288 19.8 kg
62212 6.0 mm 100.0 mm 202 mm 32.0 mm 12 144 14.2 kg
62213 6.0 mm 150.0 mm 252 mm 32.0 mm 12 144 16.1 kg
62214 6.0 mm 200.0 mm 312 mm 32.0 mm 12 144 17.9 kg
62215 6.0 mm 250.0 mm 352 mm 32.0 mm 12 144 19.8 kg
62216 8.0 mm 150.0 mm 260 mm 35.0 mm 6 120 20 kg
62217 8.0 mm 200.0 mm 312 mm 35.0 mm 6 90 17.1 kg

Acetate Screwdrivers - Phillips

ANSI B107.15
DIN 5262

Cat. No. Size Shank Length Overall Length
Maxi Handle 

Diameter G.W.
62302 #0 75.0 mm 146 mm 23.0 mm 12 600 18.2 kg
62303 #0 100.0 mm 221 mm 23.0 mm 12 600 20.7 kg
62304 #0 150.0 mm 222 mm 23.0 mm 12 576 21.1 kg
62305 #0 200.0 mm 272 mm 23.0 mm 12 480 19.5 kg
62307 #1 75.0 mm 166 mm 28.0 mm 12 300 19.1 kg
62308 #1 100.0 mm 190 mm 28.0 mm 12 300 20.5 kg
62309 #1 150.0 mm 240 mm 28.0 mm 12 240 18.6 kg
62310 #1 200.0 mm 288 mm 28.0 mm 12 240 20.1 kg
62311 #2 38.0 mm 99 mm 35.0 mm 12 288 19.5 kg
62312 #2 100.0 mm 202 mm 32.0 mm 12 144 14.3 kg
62313 #2 150.0 mm 250 mm 32.0 mm 12 144 16 kg
62314 #2 200.0 mm 312 mm 32.0 mm 12 144 17.9 kg
62315 #2 250.0 mm 352 mm 32.0 mm 12 144 19.7 kg
62316 #3 150.0 mm 260 mm 35.0 mm 6 120 20.2 kg
62317 #3 200.0 mm 312 mm 35.0 mm 6 90 17.2 kg

Screwdriver & Nut Driver - set Screwdriver & Nut Driver - Open Stock
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Acetate Nutdrivers

 Acetate handle for greater strength, durability and impact resistant
 Shank made of premium CRV steel with strong magnetic tip.

ANSI B107.15
DIN 5264

Cat. No. Size Shank Length Overall Length
Maxi Handle 

Diameter G.W.
61501 5 mm 75.0 mm 187 mm 35.0 mm 12 144 15.5 kg
61502 6 mm 75.0 mm 187 mm 35.0 mm 12 144 17.7 kg
61503 7 mm 75.0 mm 187 mm 35.0 mm 12 144 17.4 kg
61504 8 mm 75.0 mm 187 mm 35.0 mm 12 144 17.2 kg
61505 9 mm 75.0 mm 187 mm 35.0 mm 12 144 17.2 kg
61506 10 mm 75.0 mm 187 mm 35.0 mm 6 144 21.5 kg
61507 11 mm 75.0 mm 187 mm 35.0 mm 6 144 21.4 kg
61508 12 mm 75.0 mm 187 mm 35.0 mm 6 144 20.7 kg

1/4" Hex Shank Bit Driver

 Magnetic shack to ensure bits will not slip off easily
 Dedicated to connect 1/4" series bits

ANSI B107.15
DIN 5264

Cat. No. Size Shank Length Overall Length
Maxi Handle 

Diameter G.W.
61002 1/4 in 100 mm 212 mm 35.0 mm 6 150 20.8 kg

Cushion Grip Go-through Screwdrivers - Slotted

ANSI B107.15
DIN 5264

Cat. No. Size Shank Length Overall Length
Maxi Handle 

Diameter G.W.
61603 6.0 mm 100.0 mm 220 mm 34.0 mm 6 48 7.3 kg
61605 6.0 mm 150.0 mm 269 mm 34.0 mm 6 48 8 kg
61606 8.0 mm 150.0 mm 280 mm 38.0 mm 6 48 11.7 kg
61607 8.0 mm 200.0 mm 330 mm 38.0 mm 6 48 12.8 kg
61608 8.0 mm 250.0 mm 380 mm 38.0 mm 6 48 14 kg

1/4" Hex Shank Pistol Grip Ratcheting Bit Driver

 Handle can storage bit or magnetic bar
 Ergonomic handle design for soft and comfortable grip. Soft plastic material for anti-
slip function

 With magnetic to prevent bit drop off when operating
 Three steering function: fixed / forward / reverse
 High torque: shank made of chrome vanadium alloy steel

ANSI B107.15
DIN 5264

Cat. No. Size G.W.
61003 1/4 in x 100 mm 6 36 6.7 kg

 Hex shank for better strength
 Go-through design for" tapping" the head of the screw

Acetate Screwdrivers - Torx®

Cat. No. Size Shank Length Overall Length
Maxi Handle 

Diameter G.W.
61108 T8 75.0 mm 147 mm 23.0 mm 12 600 19.6 kg
61101 T10 100.0 mm 190 mm 28.0 mm 12 300 20.6 kg
61102 T15 100.0 mm 190 mm 28.0 mm 12 300 20.5 kg
61103 T20 100.0 mm 190 mm 28.0 mm 12 300 20.7 kg
61104 T25 100.0 mm 312 mm 32.0 mm 12 216 21.4 kg
61105 T27 100.0 mm 202 mm 32.0 mm 12 216 21 kg
61106 T30 100.0 mm 202 mm 32.0 mm 12 216 21.5 kg
61107 T40 100.0 mm 212 mm 35.0 mm 6 150 22 kg

 Acetate handle for greater strength, durability and impact resistant
 Precision finished tipUnique texture design provides non slip grip
 Blade is made of chrome vanadium alloy steel, fully harden and tempered to provide 
maximum strength and durability

ANSI B107.15
DIN 5264

Screwdriver & Nut Driver - Open Stock Screwdriver & Nut Driver - Open Stock
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Cushion Grip Go-through Screwdrivers - Phillips

 Hex shank for better strength
 Go-through design for" tapping" the head of the screw

ANSI B107.15
DIN 5264

Cat. No. Size Shank Length Overall Length
Maxi Handle 

Diameter G.W.
61703 #2 100.0 mm 220.0 mm 34.0 mm 6 48 7.4 kg
61705 #2 150.0 mm 269.0 mm 34.0 mm 6 48 8 kg
61706 #3 150.0 mm 280.0 mm 38.0 mm 6 24 5.9 kg
61707 #3 200.0 mm 330.0 mm 38.0 mm 6 24 6.5 kg
61708 #3 250.0 mm 380.0 mm 38.0 mm 6 24 7.1 kg

Cushion Grip Screwdrivers - Slotted 

 Ergonomic dual material( PP+TPR) handle for comfort and strength. Oil and solvent resistant
 Magnetic tip for greater fastener control. Precision finished tip
 Blade is made of S2 steel, fully harden and tempered to provide maximum strength and durability

ANSI B107.15
DIN 5265

Cat. No. Size Shank Length Overall Length
Maxi Handle 

Diameter G.W.
63402 3.0 mm 75.0 mm 160.0 mm 25.0 mm 12 48 1.7 kg
63403 3.0 mm 100.0 mm 185.0 mm 25.0 mm 12 48 1.9 kg
63404 3.0 mm 150.0 mm 235.0 mm 25.0 mm 6 24 1.2 kg
63405 3.0 mm 200.0 mm 286 mm 25.0 mm 12 24 1.1 kg
63407 5.0 mm 75.0 mm 180.0 mm 31.0 mm 12 48 3.5 kg
63408 5.0 mm 100.0 mm 205.0 mm 31.0 mm 12 48 3.7 kg
63409 5.0 mm 150.0 mm 255.0 mm 31.0 mm 6 36 3.2 kg
63410 5.0 mm 200.0 mm 305.0 mm 31.0 mm 12 24 2.4 kg
63411 6.0 mm 38.0 mm 98.0 mm 37.0 mm 12 24 1.5 kg
63412 6.0 mm 100.0 mm 217.0 mm 35.0 mm 12 48 5 kg
63413 6.0 mm 150.0 mm 267.0 mm 35.0 mm 12 48 5.6 kg
63414 6.0 mm 200.0 mm 317.0 mm 35.0 mm 6 36 4.9 kg
63415 6.0 mm 250.0 mm 367.0 mm 35.0 mm 6 24 3.7 kg
63416 8.0 mm 150.0 mm 276.0 mm 38.0 mm 12 24 3.7 kg
63417 8.0 mm 200.0 mm 326.0 mm 38.0 mm 12 24 4.3 kg

Cushion Grip Screwdrivers - Phillips

 Ergonomic dual material( PP+TPR) handle for comfort and strength. Oil and solvent resistant
 Magnetic tip for greater fastener control. Precision finished tip
 Blade is made of S2 steel, fully harden and tempered to provide maximum strength and 
durability

ANSI B107.15
DIN 5262

Cat. No. Size Shank Length Overall Length
Maxi Handle 

Diameter G.W.
63502 #0 75.0 mm 160.0 mm 25.0 mm 12 48 1.8 kg
63503 #0 100.0 mm 185.0 cm 25.0 mm 6 36 1.6 kg
63504 #0 150.0 mm 235.0 mm 25.0 mm 6 24 1.2 kg
63505 #0 200.0 mm 286.0 mm 25.0 mm 12 24 1 kg
63507 #1 75.0 mm 180.0 mm 31.0 mm 12 48 3.4 kg
63508 #1 100.0 mm 205.0 mm 31.0 mm 12 48 3.6 kg
63509 #1 150.0 mm 255 mm 31.0 mm 6 36 3.3 kg
63510 #1 200.0 mm 305.0 mm 31.0 mm 12 24 2.3 kg
63511 #2 38.0 mm 98.0 mm 37.0 mm 6 24 1.6 kg
63512 #2 100.0 mm 217.0 mm 35.0 mm 12 48 5 kg
63513 #2 150.0 mm 267.0 mm 35.0 mm 12 48 5.6 kg
63514 #2 200.0 mm 317.0 mm 35.0 mm 12 48 6.2 kg
63515 #2 250.0 mm 367.0 mm 35.0 mm 6 24 3.7 kg
63516 #3 150.0 mm 276.0 mm 38.0 mm 12 24 4.1 kg
63517 #3 200.0 mm 326.0 mm 38.0 mm 12 24 4.5 kg

Cushion Grip Reversible Screwdriver

 Ergonomic dual material(PP+TPR) handle for comfort and strength. Oil and solvent resistant
 Blade is made of S2 steel with overall heat treatment. Tips with chrome plating for more accurate 
size and better anti-rust ability

ANSI B107.15
DIN 5264

Nature of this product is subject to wear and tear upon usage.
Not covered under Lifetime Warranty.

Cat. No. Size Shank Length Overall Length
Maxi Handle 

Diameter G.W.
66202 #2&1.2X6.5 38.0 mm 98.0 mm 37.0 mm 6 36 2.5 kg
66203 #1&1.0X5.5 100.0 mm 220.0 mm 35.0 mm 6 24 2.9 kg
66204 #2&1.2X6.5 100.0 mm 220.0 mm 35.0 mm 6 24 2.9 kg
66205 #1&1.0X5.5 150.0 mm 270.0 mm 35.0 mm 6 24 3.2 kg
66206 #2&1.2X6.5 150.0 mm 270.0 mm 35.0 mm 6 24 3.3 kg

Screwdriver & Nut Driver - Open Stock Screwdriver & Nut Driver - Open Stock
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G-series VDE Insulated Screwdrivers - Phillips

 Ergonomic dual material( PP+TPR) handle for comfort and strength. Oil and solvent 
resistant

 Meet DIN standard and GS/ VDE certified
 Individually tested to 10,000 volts and rated up to 1000 volts for safety
 Blade is made of high performance chrome vanadium molybdenum alloy steel, fully 
harden and tempered to provide maximum strength and durability

ANSI B107.15
DIN 5264

Cat. No. Size Shank Length Overall Length
Maxi Handle 

Diameter G.W.
61211 #0 60.0 mm 148.0 mm 25.0 mm 10 500 18.9 kg
61212 #1 80.0 mm 188.0 mm 25.0 mm 10 280 20.4 kg
61213 #2 100.0 mm 208.0 mm 34.0 mm 10 220 20.2 kg
61214 #3 150.0 mm 270.0 mm 37.0 mm 10 150 24.9 kg

G-series VDE Insulated Screwdrivers - Slotted

 Ergonomic dual material( PP+TPR) handle for comfort and strength. Oil and solvent 
resistant

 Meet DIN standard and GS/ VDE certified
 Individually tested to 10,000 volts and rated up to 1000 volts for safety
 Blade is made of high performance chrome vanadium molybdenum alloy steel, fully 
harden and tempered to provide maximum strength and durability

ANSI B107.15
DIN 5264

Cat. No. Size Shank Length Overall Length
Maxi Handle 

Diameter G.W.
61311  2.5 mm 75.0 mm 163.0 mm 25.0 mm 10 500 18.2 kg
61312 3.0 mm 100.0 mm 188.0 mm 25.0 mm 10 500 20.1 kg
61313 4.0 mm 100.0 mm 208.0 mm 25.0 mm 10 280 20.1 kg
61314 5.5 mm 125.0 mm 233.0 mm 34.0 mm 10 200 17.9 kg
61315 6.5 mm 150.0 mm 258.0 mm 34.0 mm 10 200 19.9 kg

P-series Screwdrivers - Slotted

 Ergonomic polypropylene handle for comfort and performance.
 Precision finished tip
 Blade is made of chrome vanadium alloy steel, fully harden and tempered to provide 
maximum strength and durability

ANSI B107.15
DIN 5262

Cat. No. Size Shank Length Overall Length
Maxi Handle 

Diameter G.W.
62011 3.2 mm 75.0 mm 159.0 mm 25.0 mm 6 48 1.8 kg
62012 3.2 mm 100.0 mm 184.0 mm 25.0 mm 6 48 1.9 kg
62013 3.2 mm 150.0 mm 234.0 mm 25.0 mm 6 24 1 kg
62014 3.2 mm 200.0 mm 284.0 mm 25.0 mm 6 24 1.2 kg
62015 5.0 mm 75.0 mm 180.0 mm 31.0 mm 6 48 3.6 kg
62016 5.0 mm 100.0 mm 205.0 mm 31.0 mm 6 48 3.9 kg
62017 5.0 mm 150.0 mm 265.0 mm 31.0 mm 6 36 3.3 kg
62018 5.0 mm 200.0 mm 305.0 mm 31.0 mm 6 24 2.4 kg
62026 5.0 mm 250.0 mm 355.0 mm 31.0 mm 6 36 4.1 kg
62027 5.0 mm 300.0 mm 405.0 mm 31.0 mm 6 36 4.1 kg
62019 6.0 mm 38.0 mm 101.0 mm 31.0 mm 6 24 1.4 kg
62020 6.0 mm 100.0 mm 215.0 mm 34.0 mm 6 48 5.1 kg
62021 6.0 mm 150.0 mm 265.0 mm 34.0 mm 6 48 5.7 kg
62022 6.0 mm 200.0 mm 315.0 mm 34.0 mm 6 36 4.9 kg
62023 6.0 mm 250.0 mm 365.0 mm 34.0 mm 6 24 3.7 kg
62028 6.0 mm 300.0 mm 415.0 mm 34.0 mm 6 36 5.3 kg
62024 8.0 mm 150.0 mm 275.0 mm 37.0 mm 6 24 4.2 kg
62025 8.0 mm 200.0 mm 235.0 mm 37.0 mm 6 24 4.9 kg
62029 8.0 mm 250.0 mm 375.0 mm 37.0 mm 6 36 7.7 kg
62030 8.0 mm 300.0 mm 425.0 mm 37.0 mm 6 36 8.8 kg

T-series VDE Insulated Screwdrivers - Phillips

 Ergonomic dual material handle for comfort and strength. Oil and 
solvent resistant

 Blade is made of S2 steel, fully harden and tempered to provide 
maximum strength and durability

 VDE certified
 For use in high voltage areas, up to 1000V alternating current

T-series VDE Insulated Screwdrivers - Slotted

 Ergonomic dual material handle for comfort and strength. Oil and 
solvent resistant

 Blade is made of S2 steel, fully harden and tempered to provide 
maximum strength and durability

 VDE certified
 For use in high voltage areas, up to 1000V alternating current

Cat. No. Size Shank Length Overall Length
Maxi Handle 

Diameter G.W.
61221 #0 60.0 mm 147 mm 25.0 mm 12 48 1.9 kg
61222 #1 80.0 mm 188 mm 31.0 mm 12 48 3.5 kg
61223 #2 100.0 mm 220 mm 35.0 mm 12 48 5.3 kg
61224 #3 150.0 mm 280 mm 38.0 mm 6 24 4.9 kg

Cat. No. Size Shank Length Overall Length
Maxi Handle 

Diameter G.W.
61321 2.5 mm 75.0 mm 163 mm 25.0 mm 12 48 1.9 kg
61322 3.0 mm 100.0 mm 187 mm 25.0 mm 12 48 2.2 kg
61323 4.0 mm 100.0 mm 205 mm 31.0 mm 12 48 3.5 kg
61324 5.5 mm 125.0 mm 245 mm 35.0 mm 12 48 6.3 kg
61325 6.5 mm 150.0 mm 270 mm 35.0 mm 12 48 6.4 kg

Made in
Germany

Made in
Germany

Screwdriver & Nut Driver - Open Stock Screwdriver & Nut Driver - Open Stock
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P-series Screwdrivers - Phillips

 Ergonomic polypropylene handle for comfort and performance
 Precision finished tip
 Blade is made of chrome vanadium alloy steel, fully harden and tempered to provide 
maximum strength and durability

ANSI B107.15
DIN 5262

Cat. No. Size Shank Length Overall Length
Maxi Handle 

Diameter G.W.
62101 #0 75.0 mm 159.0 mm 25.0 mm 12 48 1.8 kg
62102 #0 100.0 mm 184.0 mm 25.0 mm 6 36 1.6 kg
62103 #0 150.0 mm 234.0 mm 25.0 mm 6 36 1.8 kg
62104 #0 200.0 mm 284.0 mm 25.0 mm 12 24 1.2 kg
62105 #1 75.0 mm 180.0 mm 31.0 mm 6 48 3.7 kg
62106 #1 100.0 mm 205.0 mm 31.0 mm 6 48 3.7 kg
62107 #1 150.0 mm 255.0 mm 31.0 mm 6 36 3.1 kg
62108 #1 200.0 mm 305.0 mm 31.0 mm 12 24 2.4 kg
62116 #1 250.0 mm 355.0 mm 31.0 mm 6 36 4.1 kg
62117 #1 300.0 mm 405.0 mm 31.0 mm 6 36 4.4 kg
62109 #2 38.0 mm 101.0 mm 31.0 mm 6 24 1.4 kg
62110 #2 100.0 mm 215.0 mm 34.0 mm 12 48 5 kg
62111 #2 150.0 mm 265.0 mm 34.0 mm 12 48 5.7 kg
62112 #2 200.0 mm 315.0 mm 34.0 mm 12 48 6.2 kg
62113 #2 250.0 mm 365.0 mm 34.0 mm 6 24 3.8 kg
62118 #2 300.0 mm 415.0 mm 34.0 mm 6 36 6 kg
62114 #3 150.0 mm 275.0 mm 37.0 mm 6 24 4.2 kg
62115 #3 200.0 mm 235.0 mm 37.0 mm 12 24 4.7 kg
62119 #3 250.0 mm 375.0 mm 37.0 mm 6 36 8.2 kg
62120 #3 300.0 mm 425.0 mm 37.0 mm 6 36 9 kg

Cat. No. Size Shank Length Overall Length
Maxi Handle 

Diameter G.W.
61001ME 3.0 mm 75 mm 153 mm 21 mm 12 240 15 kg
61002ME 3.0 mm 100 mm 178 mm 21 mm 12 240 17 kg
61003ME 3.0 mm 150 mm 228 mm 21 mm 12 240 18 kg
61004ME 3.0 mm 200 mm 278 mm 21 mm 12 120 13 kg
61005ME 5.0 mm 75 mm 172 mm 30 mm 12 240 15 kg
61006ME 5.0 mm 100 mm 197 mm 30 mm 12 240 20 kg
61007ME 5.0 mm 150 mm 247 mm 30 mm 12 120 13 kg
61008ME 5.0 mm 200 mm 297 mm 30 mm 12 120 15 kg
61009ME 6.0 mm 38 mm 99 mm 32 mm 12 120 14 kg
61010ME 6.0 mm 100 mm 206.5 mm 33 mm 12 120 12 kg
61011ME 6.0 mm 150 mm 256.5 mm 33 mm 12 120 14 kg
61012ME 6.0 mm 200 mm 306.5 mm 33 mm 12 120 17 kg
61013ME 6.0 mm 356.5 mm 356.5 mm 33 mm 12 120 20 kg
61014ME 8.0 mm 150 mm 256.5 mm 35 mm 12 60 13 kg
61015ME 8.0 mm 200 mm 306.5 mm 35 mm 12 60 14 kg

Cat. No. Size Shank Length Overall Length
Maxi Handle 

Diameter G.W.
61101ME #0 75 mm 153 mm 21 mm 12 240 15 kg
61102ME #0 100 mm 178 mm 21 mm 12 240 17 kg
61103ME #0 150 mm 228 mm 21 mm 12 240 18 kg
61104ME #0 200 mm 278 mm 21 mm 12 120 13 kg
61105ME #1 75 mm 172 mm 30 mm 12 240 15 kg
61106ME #1 100 mm 197 mm 30 mm 12 240 20 kg
61107ME #1 150 mm 247 mm 30 mm 12 240 13 kg
61108ME #1 200 mm 297 mm 30 mm 12 120 15 kg
61109ME #2 38 mm 99 mm 32 mm 12 240 14 kg
61110ME #2 100 mm 206.5 mm 33 mm 12 120 12 kg
61111ME #2 150 mm 256.5 mm 33 mm 12 120 14 kg
61112ME #2 200 mm 306.5 mm 33 mm 12 120 17 kg
61113ME #2 250 mm 356.5 mm 33 mm 12 120 20 kg
61114ME #3 200 mm 306.5 mm 35 mm 12 60 13 kg
61115ME #3 200 mm 306.5 mm 35 mm 12 60 14 kg

P-series Screwdrivers - Torx®

 Ergonomic polypropylene handle for comfort and performance
 Precision finished tip
 Blade is made of chrome vanadium alloy steel, fully harden and tempered to provide 
maximum strength and durability

ANSI B107.15
DIN 5264

Cat. No. Size Shank Length Overall Length
Maxi Handle 

Diameter G.W.
62401 T8 75.0 mm 158.0 mm 25.0 mm 6 36 1.5 kg
62402 T10 100.0 mm 203.0 mm 31.0 mm 6 36 3 kg
62403 T15 100.0 mm 203.0 mm 31.0 mm 6 36 3 kg
62404 T20 100.0 mm 203.0 mm 31.0 mm 6 36 3.1 kg
62405 T25 100.0 mm 315.0 mm 34.0 mm 6 36 4 kg
62406 T27 100.0 mm 315.0 mm 34.0 mm 6 36 4 kg
62407 T30 100.0 mm 315.0 mm 34.0 mm 6 36 4 kg
62408 T40 100.0 mm 225.0 mm 37.0 mm 6 36 5.8 kg

Screwdriver & Nut Driver - Open Stock Screwdriver & Nut Driver - Open Stock

Screwdrivers - Slotted

 Blade is fully harden and tempered to provide maximum strength and durability
 Ergonomic handle for comfort and strength. Oil and solvent resistant
 Magnetic tip for greater fastener control
 Precision finished tip

DIN 5265

Screwdrivers - Phillips

DIN 5262

 Blade is fully harden and tempered to provide maximum strength and durability
 Ergonomic handle for comfort and strength. Oil and solvent resistant
 Magnetic tip for greater fastener control
 Precision finished tip

Nature of this product is subject to wear and tear upon usage.
Not covered under Lifetime Warranty.

Nature of this product is subject to wear and tear upon usage.
Not covered under Lifetime Warranty.
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